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CITY OF BEVERLY 
ADDENDUM NO. 1 December 15, 2014 

 
RE:  INVITATION TO BID 
                       14-031 Twenty Four Inch Gate Valve 
 
FROM: David Gelineau 
  Purchasing Agent 
  City Hall, 191 Cabot Street 
  Beverly, Massachusetts 01915 
  978-921-6000 x2350 Telephone 
  978-921-8301 Fax 
  dgelineau@beverlyma.gov 
 
TO:  ALL PROSPECTIVE BIDDERS 
 
 
 
This addendum forms a part of the Invitation to Bid of the City of Beverly for 14-031 
Twenty Four Inch Gate Valve. 
 
This Addendum Consists of Three Pages.  
 
 

At:  REFERENCES: 

The following standards form a part of this specification as referenced: 

 American Water Works Association (AWWA) 

 AWWA C104 Cement‐Mortar Lining for Ductile‐ Iron Pipe and Fittings 

 AWWA C110 Ductile‐Iron and Gray‐Iron Fittings Water 

 AWWA C111 Rubber Gasket Joints for Ductile‐ Iron Pressure Pipe and Fittings 

 AWWA C150 Thickness Design of Ductile‐Iron Pipe 

 AWWA C151 Ductile‐Iron Pipe, Centrifugally Cast for Water 

 AWWA C153 Ductile‐Iron Compact Fitting for Water Service. 

 

Change to: REFERENCES: 

The following standards form a part of this specification as referenced: 

 American Water Works Association (AWWA) 

 AWWA C110 Ductile‐Iron and Gray‐Iron Fittings Water 

 AWWA C515 

 AWWA C550 
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Delete:  PRODUCTS 

 All  ductile  iron  pipe  shall  be  designed  in  accordance  with  AWWA  C150  (latest 

edition) and shall be manufactured in accordance with AWWA C151. 

 Ductile iron pipe shall be Thickness Class 52. 

 All pipe and fittings must be manufactured in the United States. 

Delete:  LINING AND COATING: 

 The inside of pipe and fittings shall be given a cement lining and asphaltic seal coat 

in accordance with AWWA C104. The  thickness of  the  lining  shall be double  that 

specified in AWWA C104. 

 The outside of pipe and fittings shall be coated with the standard asphaltic coating 

specified under the appropriate AWWA Standard Specification for pipe and fittings.  

 Machined  surfaces  shall  be  cleaned  and  coated with  a  suitable  rust  preventative 

coating at the shop immediately after being machined. 

 Ductile iron pipe shall conform to the requirements of AWWA C150, C151, C111 and        

shall be double cement lined. 

 

At:   SPECIFICATIONS Gate Valves: 

Gate valves shall be ductile iron body, resilient seated manufactured to meet or exceed     

the requirements of AWWA C515 latest revision. 

Change to:  Gate valves shall be ductile iron body, resilient seated manufactured to meet or 

exceed  the  requirements  of  AWWA  C515  latest  revision.    The  valve  shall  be  a 

horizontal orientation with bevel gear box for operator. 

 

At:   Bid Pricing Page 

Change to: Use the Updated Bid Pricing Page included in this addendum. 

 
 
 
All other terms and conditions of the Invitation for Bid remain the same. 
 
Please sign this acknowledgement of receipt of the Addendum # 1 and return with your bid. 
 
___________________________________________________________ 
Signature of Bidder 
 
 
______________________________________________________________ 
Company Name 
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Updated Bid Pricing Page 
 

Tyton Joint: 

  Description Qty Unit 
Unit Price 

$/Ea. 
Extension 

  24 Inch Ductile Iron – Gate Valve 3 Ea.    

 
 
 
 
 
 
____________________________________________________ 
Company 
 
 
____________________________________________________ 
Address 
 
 
 
____________________________________________________            ____________________________ 
Contact                                                                                                        Phone 
 
 
 
____________________________________________________            ____________________________ 
Authorized Signature                                                                                  Date 
 
 
______________________________________________________________________________________ 
Email Address 
 
 
 
 
In the event of a discrepancy between the numeral price and the written price the lower price shall prevail. 
In the event of a tie bid a coin toss shall decide the winner. 
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